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Abstract5

A detector material or configuration that can provide an unambiguous indication of neutron capture can sub-6

stantially reduce random coincidence backgrounds in antineutrino detection and capture-gated neutron spectrome-7

try applications. Here we investigate the performance of such a material, a composite of plastic scintillator and8

6Linat
6 Gd(10BO3)3:Ce (LGB) crystal shards of ≈ 1 mm dimension and comprising 1% of the detector by mass. While9

it is found that the optical propagation properties of this material as currently fabricated are only marginally acceptable10

for antineutrino detection, its neutron capture identification ability is encouraging.11
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1. Introduction13

Neutron detection systems incorporating a neutron capture agent or neutron capture indicating detector have many14

applications. These include, but are by no means limited to, thermal neutron detection (e.g. 3He tubes), capture-15

gated fast neutron spectrometry [1], and reactor antineutrino detection [2, 3]. Materials or systems that provide an16

unambiguous indication of a neutron capture are to be preferred in all these applications, as this provides a means of17

rejecting background. In all of the applications listed above, γ-ray rejection is of high importance, while in antineu-18

trino detection rejection of cosmogenic multiple neutron backgrounds could also be advantageous.19

Considering the reactor antineutrino detection application more fully, most detectors employ the inverse beta decay20

interaction: ν̄e + p → e+ + n, in which the final state positron and neutron typically have energies of a few MeV and21

a few keV, respectively. Observation of a scintillation light pulse from the positron slowing and annihilation followed22

by some indication of neutron capture 10s to 100s of µs later provides for a powerful means of uncorrelated (random)23

background rejection, and is closely analogous to the observation of recoil proton slowing followed by a neutron24

capture employed in the capture gating technique2. Many antineutrino detectors rely upon Gd-doped scintillators to25

provide that neutron capture indication, due to the large cross-section for and energetic ≈ 8 MeV gamma-ray shower26
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released by neutron captures on 155Gd and 157Gd. Despite the powerful background rejection afforded by time-27

correlated detection, random coincidences of uncorrelated background gamma-rays can substantially exceed typical28

antineutrino interaction rates (100s-1000s per day), even in well shielded devices. A gamma-ray based neutron capture29

indication, like Gd-doping, provides little means for suppressing this background, or the correlated background caused30

by the time-correlated capture of two spallation neutrons, the first mimicking a slowing positron and the second the31

inverse beta final state neutron.32

Here we describe an investigation of a detector material that can identify neutron captures and therefore reject a33

large fraction of those γ-ray uncorrelated and multiple neutron capture correlated background events. The material,34

produced by MSI Photogenics, consists of ≈ 1 mm shards of an inorganic scintillator distributed in a plastic scintillator35

matrix, loaded to 1% by weight. The inorganic scintillator 6Linat
6 Gd(10BO3)3:Ce (LGB), has a very high neutron36

capture cross section, high light output, and has an index of refection well matched to that of plastic scintillator. A37

detailed description of the properties of LGB inorganic scintillator can be found in [4], while the development of the38

material used here is described in [5]. Neutron captures on 6Li or 10B are relatively easy to identify via Pulse Shape39

Discrimination (PSD) techniques, since the resulting heavy ions are fully contained within the crystal shards and the40

inorganic scintillator has a relatively long (≈ 200 ns) decay time, compared to the organic scintillator (≈ 3 ns).41

2. Detector Descriptions42

Two detectors were acquired from MSI/Photogenics for this investigation. The first was a cylinder of 12 cm43

diameter and 12.3 cm length containing crystal shards ranging in linear dimension between 0.5 mm and 1.5 mm. The44

second was a cylinder of 12 cm diameter and 34.8 cm length containing crystal shards ranging in linear dimension45

between 1.5 mm and 3.0 mm.46

Each detector was loaded with 1% by weight of LGB crystal shards. A photograph of the smaller detector is47

shown in Fig. 1. Clearly, the optical transmission properties of the base plastic material in the visible light spectrum48

are affected by the inclusion of the crystal shards and a trapped air bubble is apparent. Hamamatsu H6527 12.5 cm49

Photomultipler Tube (PMT) assemblies were coupled to each end of the detector cylinders using optical grease.50

3. Data Acquisition System51

A schematic of the QDC-based system is shown in Fig. 2a. Two copies of each PMT signal are integrated by a52

CAEN V792N QDC. The delay between these two copies is carefully adjusted with respect to the QDC gate so that53

one copy is fully integrated, while only the tail portion of the second copy is. As demonstrated in Fig. 2b this approach54

yields a different value for the ratio of integrated amplitudes for events with different decay constants. The full charge55

integral can be used for an event energy determination. This method is equivalent to implementing two different QDC56

gates during the charge integration of each PMT pulse. The ratio of the amplitudes (“tail/full”) depends upon the57
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Figure 1: A photograph of the smaller of the two detectors examined. The LGB crystal shards and a trapped air bubble can be clearly seen.

decay time constant of the PMT pulse. For events occurring within the fast decaying plastic scintillator this ratio will58

be small, whereas for events occurring within the slow decaying LGB crystals it will be large.59

4. Detector Calibration60

A relationship between recorded QDC charge and electron-equivalent energy deposition in the plastic scintillator61

component of the two detectors was established using the 511 keV and 1275 keV γ-rays emitted by a 22Na source.62

A “fan” collimator of lead bricks separated by a 0.4 cm gap was used to preferentially illuminate the center portion63

of each detector (Fig. 3). The “full” response was recorded and is plotted for each PMT and detector in Fig. 4. The64

energy scale was established using a GEANT4 [8] simulation of the calibration configuration (Fig. 3). The GEANT465

model incorporated randomly distributed LGB inclusions matching the average size quoted by the manufacturer and66

only recorded electron energy depositions. Detector resolution effects due to photo-statistics, etc, were accounted67

for by convolving the simulated “ideal” response with a gaussian resolution function in post-analysis. Two features68

corresponding to the Compton edges of the two γ-rays can be clearly observed in Fig. 4 . Detector resolutions of 15%69

and 25% were found, qualitatively, to be a good representation of the properties of the 12.3 cm and 34.8 cm detectors,70

respectively.71

Using a reasonable approximation of exponential attenuation of light as it propagates through the detectors, we72

can combine the recorded signals of the “left” and “right” PMTs (ELand ER) to correct for interaction position depen-73

dencies in the analysis that follows. Assuming an effective attenuation length (αe f f ), that incorporates the effect of74

the both non-perfect reflection at the detector boundaries and optical absorption within the detector, we can write the75

event energy (E) as:76
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Figure 0: Schematic diagram of scintillation light attenuation and neutron capture 
efficiency experimental apparatus. 

(a) 

(b) 

Figure 2: (a) A schematic diagram of the QDC-based DAQ system. Two copies of the PMT signal, with a relative delay, are integrated using a

CAEN V792N QDC. (b) A schematic timing diagram for the QDC DAQ. Two copies of the PMTs pulses are input to the QDC with a relative delay

of ≈ 50 ns.

√
ELER =

√
(Ee−x/αe f f )(Eex/αe f f ) = E. (1)

That this is a reasonable approach can be seen in Fig. 5, where 22Na spectra taken at several collimator positions77

are compared. Each is in good qualitative agreement with that taken at the center (the energy calibration position).78

5. Optical Attenuation Measurements79

The collimated γ-ray source used for energy calibration was also used to measure the effective optical attenuation80

length for each detector. The variation in the absolute position (measured in QDC channels) of the spectral features81

due to the 511 keV and 1.275 MeV γ-rays was recorded for each PMT from various source positions. Representative82

results for the “left” PMT of both detectors are shown in Fig 6 for the 511 keV feature. The inferred optical attenuation83

lengths are given in Table. 1. The two independent measurements made for each detector are in good agreement.84
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γ-ray energy Effective Attenuation Length (cm)

12.3 cm detector 34.8 cm detector

511 keV 17.7 ± 2.0 cm 18.4 ± 1.2 cm

1275 keV 16.8 ± 2.0 cm 18.0 ± 1.2 cm

Table 1: Effective attenuation lengths measured for both detectors at two γ-ray energies.

The modest attenuation lengths measured suggest that this material, as currently manufactured, would not support85

detector lengths at the 1 m scale ideal for antineutrino detection applications. In a 1 m length detector, light from an86

interaction at one end of the detector would be attenuated by least 2 orders of magnitude before reaching the PMT87

at the other end. This would make position reconstruction and correction unreliable. However, lengths of ≈ 50 cm88

appear feasible, and might be sufficient, given the attractive neutron capture identification properties of the material.89

6. Neutron Capture Identification Results90

The neutron capture response of both detectors was investigated using a bare 2.5 µCi 252Cf source placed 30 cm91

from the detector center. Plots of electron-equivalent energy aginst the PSD parameter (“tail” energy/“full” energy)92

from 1 hour acquisitions are displayed in Fig. 7 for the 12.3 cm detector and in Fig. 8 for the 34.8 cm detector.93

Background data are also shown for comparison. As can be seen, the hardware threshold of ≈ 75 keV was sufficiently94

low to record the neutron capture features of interest.95

Two distinct features with PSD parameters close to unity due to neutron capture can be observed in these plots:96

one near an electron equivalent energy of ≈ 2.2 MeVee due to captures on 6Li, and the other near 0.75 MeVee due97

to captures on 10B. Note that these neutron capture features are found at considerably greater electron-equivalent98

energy than would be expected for doped organic scintillators (≈ 500 keVee for 6Li [2] and ≈ 50 keVee for 10B [9]),99

since the neutron capture reaction products lose energy primarily in the inorganic LGB shards, which exhibit lower100

quenching. Good separation from events in the plastic scintillator is especially evident for the 6Li captures. The 10B101

capture feature spans a greater range of values in the PSD parameter, since 94% of these events are accompanied by a102

478 keV γ-ray. Compton scatters of those γ-rays add to the energy of the capture event and reduce the PSD parameter103

value, since they increase the “full” integral value, but not the “tail” integral value.104

The 10B capture feature is also more difficult to distinguish from background γ-ray interactions due to its lower105

average energy, which is due both to the lower Q-value of the neutron capture reaction (2.3 MeV for 10B versus106

4.8 MeV for 6Li)and the higher quenching of the heavier daughter products. Low energy Compton electrons can107

deposit a significant fraction of their total energy in a crystal grain, raising the measured value of the PSD parameter108

for those events. This effect appears to contribute a significant non-neutron background to the 10B capture region.109

Measurements of the neutron capture efficiency were compared to a GEANT4 simulation (Table 2). Again, the110

GEANT4 model incorporated randomly distributed LGB inclusions matching the average size quoted by the man-111
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6Li Capture Efficiency (%)

12.3 cm detector 34.8 cm detector

Measured 1.71 ± 0.24 1.38 ± 0.14

Simulated 1.47 ± 0.25 1.76 ± 0.25

Table 2: Measured and simulated neutron capture efficiencies upon 6Li.

Isotopics Fraction of neutrons (%)
6Li 10B Gd H Escape

6LinatGd10B 10.8 21.4 43.0 12.0 12.8
6LidepGd10B 23.4 49.4 - 14.6 12.6
6LidepGd11B 63.3 - - 21.5 15.2
6LinatGd11B 15.0 - 59.9 12.5 12.6

Table 3: The predicted fraction of neutrons that capture on particular nuclei or that escape a 1 m3 detector. depGd refers to gadolinium that has been

completely depleted of 155Gd and 157Gd.

ufacturer. The simulation simply tallied the number of neutrons captured upon 6Li and 10B for an incident fission112

neutron spectrum, but did not simulate the scintillation or optical collection properties of the system. The error on the113

simulated efficiency was estimated by both increasing and decreasing the LGB particle size by 50%, since the particle114

size distribution is unknown. The 10B efficiency is not considered, since there are several reasons why the measured115

efficiency is unreliable. First, the relatively poor γ-ray discrimination of the 10B capture feature and the multitude of116

high energy γ-rays emitted by 252Cf made reliable neutron counting difficult with this nucleus. Second, it was noticed117

via inspection of oscilloscope traces that many apparent 10B neutron captures did not trigger the DAQ system. This is118

because the triggering is based upon a voltage level discriminator - the maximum voltage of the slow 10B PMT pulse119

is considerably lower than that of a γ-ray with an equivalent integrated PMT amplitude.120

The reasonable agreement between experiment and simulation allows us to use that same simulation to estimate121

the neutron capture efficiency of this material for lower neutron energies (≈ 10 keV) relevant to the antineutrino122

detection application, and to investigate the effect of varying the LGB crystal isotopic composition. Of course, any123

proton recoils resulting from such neutrons would be too low in energy to observe; the positron produced in the inverse124

beta decay interaction provides the prompt portion of the coincident signal. The GEANT4 simulation was repeated125

for a 1 m3 detector with 10 keV neutrons distributed uniformly within the detector volume. The fraction of neutrons126

that capture on 6Li, 10B, Gd (155Gd or 157Gd), H, or that escape the detector are given in Table 3 for several different127

LGB isotopic compositions.128

Assuming that a means could be found to reliably register all 10B captures, the isotopic composition used in129
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this investigation would yield a total neutron capture efficiency for inverse beta-decay detection of ≈ 30%, similar130

to that of previously demonstrated antineutrino detectors for reactor monitoring [3], but far from ideal. If it were131

economically feasible to produce gadolinium depleted in 155Gd and 157Gd, very attractive capture efficiencies could132

be achieved. In particular, use of depGd and 11B would be ideal, providing high efficiency for the easily identified133

6Li capture. Although alternate 6Li bearing inorganic scintillators, e.g. Li6Yt(BO3)3 and Li glass, have considerably134

lower light yield, the prospect of higher neutron capture efficiency suggests that they warrant further investigation for135

this application.136

7. Conclusion137

The composite LGB/Plastic scintillator material has many attractive features for antineutrino detection. The very138

good PSD separation of 6Li neutron captures would provide a powerful means to reject random γ-ray coincidences.139

This in turn might allow for a reduction in passive shielding and a reduction in total device size—an important140

parameter for the reactor monitoring application. The fact that the LGB detector material is a solid plastic could have141

practical advantages over the more typically used liquid scintillator.142

However, this material, as currently realized, also has significant drawbacks. The optical properties do not support143

detector elements of the desired length. Also, despite its very high neutron capture cross section, the incorporation144

of gadolinium in the inorganic crystal results in a reduced identifiable neutron capture efficiency. Further work to145

improve the manufacturing process that incorporates the crystals shards in the plastic would be beneficial.146

Other avenues for future investigation include studying the effect of crystal shard size upon neutron capture ef-147

ficiency and attempting to identify other suitable inorganic crystals that contain only 6Li as a neutron capture agent.148

Finally, we note that this material would be ideal for use in a segmented capture-gated neutron spectrometer: appro-149

priate segmentation would allow for enhanced event-by-event resolution [10], while the unambiguous neutron capture150

indication would provide strong background rejection.151
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Figure 3: The dimensions and position relative to the detector(s) of the “fan” collimator used for calibration are shown, as well as a rendering of

the GEANT4 implementation of the collimator (brown), detector (grey) and several gamma ray events (red).
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Figure 4: Calibration spectra taken with a collimated 22Na source placed at the center of the (a) 12.3 cm and (b) 34.8 cm detectors is compared to

the simulated response.
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Figure 5: Spectra taken with a collimated 22Na source placed at various positions relative to the center of the (a) 12.3 cm and (b) 34.8 cm detectors.

The good agreement between these spectra indicates that position dependencies are largely accounted for by the appropriate combination of the

two PMT amplitudes.
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Figure 6: Relative optical intensity of the Compton edge for 511 keV γ-rays as a function of γ-ray source position. Data are shown for the (a)

12.3 cm and (b) 34.8 cm detectors.
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Figure 7: (a) Data demonstrating the ability of the 12.3 cm detector to identify neutron captures via PSD when irradiated by a 252Cf source. (b) A

background spectrum is shown for comparison.
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Figure 8: (a) Data demonstrating the ability of the 34.8 cm detector to identify neutron captures via PSD when irradiated by a 252Cf source. (b) A

background spectrum is shown for comparison.
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